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CRERAR, ADAMS & CO., CHICAGO. 


RATCHET JACKS. 




Double Acting Trip Jacks. 


No. 

Height, 

Bar 

Down. 

Height, 

Bar 

Raised. 

Size of 
Bar, 
Inches. 

Raise of 
Bar. 

Weight, 

Pounds. 

Capacity. • 

Price. 

1 

24 in. 

37* in. 

l*xl* 

13* in. 

62 

10 Tons. 

SI 8 00 

6 

31 “ 

50 “ 

lfxlf 

19 44 

105 

15 44 

32 00 

12 

17* 44 

25* 44 

lixlt 

8 44 

50 

10 44 

17 00 


Single Acting Trip Jacks. 


No. 

Height, 

Bar 

Down. 

Height, 

Bar 

Raised. 

Size of 
Bar, 
Inches. 

Raise of 
Bar. 

Weight, 

Pounds. 

Capacity. 

Price. 

17 

20 

24 in. 

31 44 

37* in. 
50 44 

l*xl* 

l*xl* 

13* in. 
19 44 

63 

106 

10 Tons. 
15 44 

*18 00 
32 00 


Discount, 
































CRERAR, ADAMS & CO., CHICAGO. 
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RATCHET JACKS. 

Barrett Pattern. 


Fig. D. 284. 



No. 2. 



Fig. D. 285. 
No. 3. 



Fig. D. 286. 


No f 



Fig. D. 287. 
No. 5. 



Fig. D. 288. 
No. 8. 


Double Acting Automatic Lowering Jacks—No Trip. 


No. 

Height, 

Bar 

Down. 

Height, 

Bar 

Raised. 

Size of 
Bar, 
Inches. 

Raise of 
Bar. 

Weight. 

Capacity. 

Price. 

2 

21 in. 

31 in. 

lfxl* 

10 in. 

65 lbs. 

10 Tons. 

S 25 00 

3 

26* “ 

41* “ 

lfxl* 

15 44 

85 44 

12 44 

30 00 

4 

22 “ 

32 “ 

2 x2 

10 44 

100 44 

15 44 

35 00 

5 

28 “ 

43 44 

2 x2 

15 44 

115 44 

15 44 

40 00 

8 

11 “ 

16 44 

lfxl* 

5 “ 

48 44 

10 44 

22 00 


Discount 
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CRERAR, ADAMS & CO., CHICAGO. 


RATCHET JACKS. 



Fig. D. 289. 
No. 18. 



No. 

Height, 

Bar 

Down. 

Height, 

Bar 

Raised. 

Size of 
Bar,' 
Inches. 

Raise 

of 

Bar. 

Weight. 

Capacity. 

Price. 

18 

21 in. 

31 in. 

lfxl* 

10 in. 

68 lbs. 

10 Tons. 

$25 00 

19 

28 “ 

45* “ 

2 x2 

17* “ 

102 “ 

15 M 

35 00 

50 

16 “ 

24 “ 

Hxli 

8 M 

33 “ 

5 “ 

16 00 


No. 18 and 19 Single Acting Automatic Lowering, No Trip Jack. 
No. 50 Double Acting Automatic Lowering. 


Discount 
















PRICE LIST OF PARTS OF BARRETT PATTERN JACKS. 



♦Bushings (P) are called “C” on the No. 1, No. 6 and No. 12 Jacks, 
f Short Pawl Screws (MS) are called “S” on the No. 6 and No. 12 Jacks. 


























































































